
Protégé™ CFP
ABOVE GROUND POOL SYSTEMS

ABOVE GROUND POOL FILTERS & PUMPS
P ro t é g é ™ S e r i e s



Don’t miss a day of pool fun with our Protégé CFP system. 
The system includes our AGP above ground pool pump and 
cartridge filter. The CFP system comes  pre-piped making 
installation simple and quick.

The Protégé AGP pool pump and cartridge filter system remove 
small particles and unwanted debris. Together they keep your 
pool sparkling clean and free of unwanted deposits.

The cartridge filter is built with UV-Resistant construction. It is 
equipped with a strong, easy-open ring lock lid, allowing for 
effortless cleaning and maintenance. 
 
The Protégé CFP was designed for easy setup, operation 
and maintenance. 

Model

Dimensions - inches 
(mm) Pipe 

Size
inches

Tank 
Diameter

inches

Design 
Flow
GPM 
(LPM)

Filter 
Area

ft2 (m2)

Pump 
Model

Power
(HP) Speed

A B C

RPCFP50 28.2
(716)

30.4
(772)

24.8
(630) 1.5 9 50

(187)
50
4.6 RPAGP75 0.75 Single

RPCFP75 28.2
(716)

37.6
(955)

24.8
(630) 1.5 9 75

(284)
75
(7) RPAGP100 1.0 Single

RPCFP100 28.2
(716)

44.8
(1138)

24.8
(630) 1.5 9 100

(379)
100
(9.3) RPAGP100 1.0 Single

RPCFP150 28.2
(716)

52
(1321)

24.8
(630) 1.5 9 150

(568)
150

(13.9) RPAGP150 1.5 Single

RPCFP152 28.2
(716)

52
(1321)

24.8
(630) 1.5 9 150

(568)
150

(13.9) RPAGP152 1.5 Dual

RPCFP202 28.2
(716)

59.2
(1504)

24.8
(630) 1.5 9 180

(681)
180

(16.7) RPAGP152 1.5 Dual

Product Specifications

P ro t é g é  C F P

A

B

C

OUTLET INLET

CARTRIDGE
FILTER

UV Resistant with 
an Easy-Open  
Ring Lock Lid,

allowing for Easy 
Maintenance

TRANSPARENT COVER
Easily See When the  
Basket Needs Cleaning

DURABLE MOTOR
Long-Lasting,
Quiet Operation

About the Protégé CFP


